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KIT-SLP-0005 

KIT-SLP-0004 

(No POE module option required. 
Speedlane Pro and mounting clamps 
not included with Kit) 

 

KIT-SLP-0003 

 (Speedlane Pro and mounting 

clamps not included with Kit) 

(Requires optional POE module OPT-

SLP-0180. Speedlane Pro and mounting 

clamps not included with Kit) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

User provided CAT 5 T568B Straight 

Through (up to 100 meters) 

 

User provided CAT 5 T568B to 

Computer or Switch 

 

900-0076 

 

120-0040 Passive POE Injector 110-0073 24VDC Power Supply 

 

SpeedLane Pro 

IP68 Coupler 

(RJ45-RJ45) 

90-240VAC 

User provided CAT 5 T568B straight 

through (up to 100 meters) 

 

900-0076 

 

SpeedLane Pro 

IP68 Coupler 700-0076 (RJ45-RJ45),  
Coupler clip 110-0296, and retainer nut 110-0300 

User provided CAT 5 

T568B Straight Through 

(up to 100 meters) 

 User provided CAT 5 T568B 

Straight Through (short length) 

 

 

900-0076 

 

IP68 Coupler 

(RJ45-RJ45) 

120-0036 Active POE Injector 

(Not included. Not required when 
using POE network switch) 

 

POE SpeedLane 
Pro 

User provided CAT 5 T568B to Computer 

or Switch 

 

ESP-001 is required (unit will 

not power on without it) 



SpeedLane® Pro Powering Options 
 

Houston Radar SpeedLane Pro Powering options when using 14” (36cm) 900-0076 
SpeedLane Pro Powering Options V2.0 

8 

1 

 

 

 

 

 

7,8 DC - 

6 TX - 

4,5 DC + 

3 TX+ 

2 RX - 1 RX + 

RJ45 

M12 Front 

view 

900-0076 Wire and 

Pinout Descriptions 


